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SB

 SB non-preloaded structural bolt set, partially threaded 

 SEND THE INQUIRY

 +48 58 55 40 410

Standards:

ISO 4014,ISO 4032
PN-EN 15048

Class (standard):

Coating (standard):

Dimensions

 Material index  d  L [mm]  k [mm]  s [mm]  m [mm]  Mechanical properties class  Type of coating

1135120080G88SBP M12 80 8 18 10.0 8.8 G (HDG)

1135120100G88SBP M12 100 8 19 10.0 8.8 G (HDG)

1135120070G88SBP M12 70 8 18 10.0 8.8 G (HDG)

1135120090G88SBP M12 90 8 18 10.0 8.8 G (HDG)

1135120065G88SBP M12 65 8 18 10.0 8.8 G (HDG)

1135120050G88SBP M12 50 8 18 10.0 8.8 G (HDG)

1135120060G88SBP M12 60 8 18 10.0 8.8 G (HDG)

1135120045G88SBP M12 45 8 18 10.0 8.8 G (HDG)

1135120040G88SBP M12 40 8 18 10.0 8.8 G (HDG)

1135120055G88SBP M12 55 8 18 10.0 8.8 G (HDG)

1135160080G88SBP M16 80 10 24 13.0 8.8 G (HDG)

1135160140G88SBP M16 140 10 24 13.0 8.8 G (HDG)

1135160065G88SBP M16 65 10 24 13.0 8.8 G (HDG)

1135160060G88SBP M16 60 10 24 13.0 8.8 G (HDG)

1135160070G88SBP M16 70 10 24 13.0 8.8 G (HDG)

1135160120G88SBP M16 120 10 24 13.0 8.8 G (HDG)

1135160090G88SBP M16 90 10 24 13.0 8.8 G (HDG)

1135160100G88SBP M16 100 10 24 13.0 8.8 G (HDG)
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 Material index  d  L [mm]  k [mm]  s [mm]  m [mm]  Mechanical properties class  Type of coating

1135160045G88SBP M16 45 10 24 13.0 8.8 G (HDG)

1135160050G88SBP M16 50 10 24 13.0 8.8 G (HDG)

1135160055G88SBP M16 55 10 24 13.0 8.8 G (HDG)

1135200100G88SBP M20 100 13 30 16.0 8.8 G (HDG)

1135200070G88SBP M20 70 13 30 16.0 8.8 G (HDG)

1135200140G88SBP M20 140 13 30 16.0 8.8 G (HDG)

1135200120G88SBP M20 120 13 30 16.0 8.8 G (HDG)

1135200080G88SBP M20 80 13 30 16.0 8.8 G (HDG)

1135200090G88SBP M20 90 13 30 16.0 8.8 G (HDG)

1135200065G88SBP M20 65 13 30 16.0 8.8 G (HDG)

1135200060G88SBP M20 60 13 30 16.0 8.8 G (HDG)

1135200160G88SBP M20 160 13 30 16.0 8.8 G (HDG)

1135240090G88SBP M24 90 15 36 20.0 8.8 G (HDG)

1135240080G88SBP M24 80 15 36 20.0 8.8 G (HDG)

1135240070G88SBP M24 70 15 36 20.0 8.8 G (HDG)

1135240100G88SBP M24 100 15 36 20.0 8.8 G (HDG)

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

